
Material   

Materials Data of STD Thickness(T) 

Arte Stucco / 
Arte Zinc EN 3005, ENAW 3105 0.7~1.6t

Kal Zinc   DIN 17162   0.6~1.6t

Stainless Steel   1.4301, 1.4404 0.6~1.2t

el Zinc EN 50 1201   0.7~1.6t

taz Zinc / Cameo EN AW 3005 0.7~1.6t

Anodizing ASTM  AA5005 0.7~1.6t

Eco Copper SE CU F24 0.7~1.6t

Profile data vary according to the project in hand. 
We will be pleased to advise you about the technical possibilities.

Arte Stucco

Arte Zinc

Kal Zinc

Stainless Steel

el Zinc

taz Zinc / Cameo

Anodizing

Eco Copper

Colors

U max seam

18  J-maxzip

Pala U Deck

무한의 가능성을 데크하다! Pala U-Deck
  

기존 데크재의 한계를 뛰어넘어 두께는 두꺼워지고 높이는 가변방식으로 

메인 구조체에 Purlin 대신 사용이 가능하며 바닥면에 타공이 가능하여 

J-maxzip 시스템의 흡음재,단열재를 열관류율에 맞게 설치가 가능합니다.

※성형길이 : 현장 여건에 맞춘 가장 효율적인 규격으로 진행됩니다. 
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U-Max seam은 기존 거멀접기(돌출이음)을 업그레이드 한 방식으로

Seam의 높이를 기존보다 높혀 지붕바닥면의 물고임 현상 및 누수문제를 

원천적으로 방지하는 제품으로써, Span이 긴 지붕에도 적용이 가능한 

최신공법의 지붕 및 외벽 시스템입니다.

※성형길이 : 현장 여건에 맞춘 가장 효율적인 규격으로 진행됩니다. 
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